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Thank you for buying the S5 micron camera.

Entirely manufactured with CNC machinery, the Sb is a very innovative
camera of the latest generation, with technical solutions that makes it unique
in the field of high resolution digital photography.

All the controls are micrometric to ease the focusing on the reduced format
of the digital sensor.

Some of the solutions are unique; especially in the use of short and extremely
short focal lenses allowing tilt, swing and shift movements inconceivable
until today. In fact the constructive solutions of the S5 allow the standards
to be in very close contact, the use of soft or hybrid bellows and the recessed
lens boards amplify this characteristic to a point which no other view camera
can boast.

Although the S5 micron has been projected for digital photography, its
performances show also in analogue photography in the basic 6x9 format
where its precision and sturdiness reveal to be even overdimensioned.

Let's see what the S5 looks like
when delivered to you:

- The S5 camera travels safely in
its ABS case which in turn is placed
inside a cardboard box.

- Inside the case the S5 micron, the
camera body and standard bellow
in the basic configuration, is
protected by a moulded insert, the
warranty and these instructions.

Camera Assembly :

1) The camera assembly can be made
laying the camera on a table (the base
is large enough to ensure a good
support), even if the use of an appropriate
tripod is certainly suggestable. For this
purpose the S5 has in its base the two
classic fastener threads 1/4" and 1/8".
Take care to screw in depth the screw
inside the camera base before actioning
the locking nut to avoid damages to the
thread.

2) Now open the 4 levers (1) on the back
standard and insert the bellow in its place,
then close the levers until blocking the
bellow; now open the 4 levers (1) on the
front standard and repeat the same
operation until the blocking of the bellow.

3) Mount the back plate with the standard
Silvestri 4 points attachment in the back
standard by using the 4 levers as
explained at point 2, the plate has to be
positioned with the two reference red
dots one to the top and the other to the
right. Sliding Back Adapters and format
backs for analogue photography fit on
this plate, aline the four red dots to find
the position of insertion.



Accessories and their use:

Bellows A)

a) Standard; square and parallel, for
medium-long focal length lenses.

b) Wide angle; for short and medium
focal length lenses.

c) Biconic; for lenses of medium long B) C)
focal length, for wide tilt and swing
movements.

ATTENTION! when removing the bellow DO NOT pull the bellow’s fabric but first
push the metal frame from the inside out of its place in both standards.

Lens boards:

a) Lens board with n. O hole, for lenses in O shutter.

b) Lens board with silvestri bayonet, for lenses with Silvestri bayonet mounting.
c) Recessed lens board with n. O hole, for lenses in n.0 shutter

d) Recessed lens board with Silvestri bayonet, for lenses in Silvestri bayonet
mounting.

The recessed lens board are needed for short focal lenses ( f.i. 24/35/47/60mm
Schneider, 35/45/55 Rodenstock).

Shutters Available:

Copal O & 1 : Mechanical shutter with manual loading, manual diaphragm
setting, times from 1” to 1/500” + B and T poses.

Copal Press O & 1: Mechanical shutter with preselection of the diaphragm
and automatic loadin, times from 1” to 1/125” + B pose.

Prontor/Silvestri n. O : Magnetic shutter with electronic control, it is activated
by the Silvestri Remote Control Unit code 7053K. This type of shutter is
needed for Multishot and Microstep digital backs. Selection of times from the
remote control unit, selection of diaphragms from the shutter.

Schneider O shutter: Magnetic shutter with electronic control, it is activated
by the Silvestri Remote Control Unit code 7053K: selection of times and
diaphragms. Needed for Microstep and Multishot digital backs.

- Rollei Electronic shutter, times and diaphragms are activated by the Rollei
remote control unit which also supplies cables and interfaces.

The S5 can use a wide range of lenses. These lenses mounted on bayonet
rings are very compact and they allow a rapid and precise positioning.
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The lenses in Silvestri bayonet are available with two different shutters:
mechanical Copal (24) or Prontor Magnetic (23). This second version, suitable
for multishot and microstep has to be controlled by our remote control unit
(22).



Digital Lenses in Bayonet

Schneider

Apo

Digitar 5,6/24XL

Digitar 2,8/28L

Apo
Apo
Apo
Apo
Apo
Apo
Apo
Apo
Apo
Apo
Apo
Apo

Digitar 5,6/35XL
Digitar 5,6/47XL
Digitar 4/60N
Digitar 5,6/72L
Digitar 4/80N
Digitar 4,5/90N
Digitar 5,6/100N
Digitar 5,6/120N
Digitar 5,6/150N
Digitar 5,6/180T
Digitar 5,6/80M
Digitar 5,6/120M

Rodenstock

HR Digaron S 5,6/23

HR Digaron S 4,5/28mm
HR Digaron W 4,0/32mm
HR Digaron S 4/35mm
HR Digaron W 4,0/40mm
HR Digaron W 4,0/50mm
HR Digaron S 4/60mm
HR Digaron W 5,6/70mm
HR Digaron W 5,6/90mm
HR Digaron S 4/100mm

Apo Sironar Digital 4,5/45mm
Apo Sironar Digital 4,5/55mm
Apo Sironar Digital 5,6/70mm
Apo Sironar Digital 5,6/90mm

Copal 0

D7224
D7202
D7201
D7218
D7206
D7207
D7208
D7212
D7214
D7216
D7225
D7248
D7210
D7250

Apo Sironar Digital 5,6/105mm
Apo Sironar Digital 5,6/135mm
Apo Sironar Digital 5,6/150mm

Apo Makro Digital 5,6/120mm

Prontor
Magnetic
2250K
2329K
2240K
2248K
2261K
2273K
2281K
2291K
2214K
2212K
22156K
2284K
2282K
2213K

Copal 0

D7236
D7226
D8032
D7228
D7448
D7450
D7234
D7231
D7237
D7239
D7230
D7232
D7233
D7238
D7240
D7242
D7244
D7246

Schneider
Electronic
2250KS
2329KS
2240KS
2248KS
2261KS
2276KS
2281KS
2291KS
2214KS
2212KS
2215KS
2284KS
2282KS
2213KS

Prontor
Magnetic
2323K
2234K
3232K
2236K
2346K
3250K
2266K
2278K
2295K
2268K
2245K
2255K
2276K
2293K
2205K
2217K
2218K
2221K

table 2

Working apertures, image angles, image circles and movement ranges

Rodenstock HR Digaron

Movement range [mm] vertical | horizontal

Recom.

Image working  Image  Image circle 24x36  37x37 33x44 37x49 36x56 40x54
Lens scale f-stop angle diameter ~ mm mm mm mm mm mm
40 mm f/4 1: 5,6-8 94° 90mm 29/25 29/25 29/25 29/25 29125 29/25
50 mm f/4 1: 0 5,6-8 84° 90mm 29025 29/25 29/25 29/25 29/25 29125
70 mm /5.6 1: 5,6-8 70° 100mm 35/31 35/31 35131 35/31 35/31 35/31
90mmf5.6 1: 56-11  70° 125mm  48/43 48/43  48/43 4843 4843  48(43
23 mm /5.6 1: o 5.6-8 112° 70mm 18115 1111 119 715 312 212
28 mm f/4.5 1: o 5.6-8 101° 70mm 18/15 11/ 119 715 312 2]2
35 mm f/4 1: 0 5.6 90° 70mm 18/15 11/11  11/9 7[5 32 212
60 mm f/4 1: 5.6 60° 70mm 18/15 11/11  11/9 7[5 3/2 212
100 mm f/4 1: 5.6 39° 70mm 18/15 11/11  11/9 7[5 3/2 212
180mmf/5.6  1: o0 5.6-8 25° 80mm 24120 1717 17(14 13/11  11/8  9/8
Rodenstock Apo Sironar digital / Apo-Macro-Sironar digital
3BmmflAs 1o 8-11 111°  105mm  28/25 2621 25/22 21/18
45 mm f/4.5 1: o 8-11 107° 125mm 39/35 38/32 36/32 32/29 8/7 413
55mmfl4d5  1:c0 8-11 95° 125mm  39/35 38/32 36/32 32/29 8/7 43
105mm /5.6  1: 8-11 62° 125mm  39/35 38/32 36/32 32/29 87 43
135mmf/5.6  1: 8-11 58° 150mm  53/48 52/45 50/45 46/42 25/22 2118
150 mm /5.6 1: 8-11 53° 150mm  53/48 52/45 50/45 46/42 25/22 21/18
180 mm /5.6 1: © 8-11 45° 150mm  53/48 ©52/45 50/45 46/42 25/22 21/18
120mmf/5.6  1:5-2:1 8-11 55°-24° 150mm  53/48 52/45 50/45 46/42 25/22 21/18
Schneider Apo Digitar

Recom. Movement range [mm] vertical | horizontal

center working  Image Image circle 24x36  31x31 37x37  36x48  37x49 63x63
Lens filter f-stop angle  diameter mm mm mm mm mm mm
5.6/24 XL Iid 56-11  100° 60mm 12195 10/10 5.1/51 0/0
2.8/28 L 2811 92°  60mm 12195 10/10 5.1/51 0/0
5.6/35 XL IIf 56-11  88°  70mm 29(25 27)27 23/23 20(17 19/17 0.6/0.6
5.6/47 XL I 8-11 92°  98mm 42037 39139 35/35 33/30 32/29 15/15
4.0/60N 411 53°  60mm 12195 10/10 5.1/51 0/0
5.6/72 L 56-11  62°  90mm 29(25 27)27 23/23 20(17 19/17 0.6/0.6
4.0/80L 56-11  53°  80mm 29025 27027 23/23 20017 19/17 06/06
45/90N 4511 53° 90mm 29025 27027 23/23 2017 19117 0.6/0.6
5.6/100 N 5.6-11 53° 100mm 35/31 32/32 28/28 26123 25/22 73173
5.6/120 N 5611 48°  110mm 40/36 37137 33/33 31/28 31127 14/14
5.6/150 N 5.6-11 40° 110mm 40136 37/37 33133 31/28 31/27 14114
5.6/180 T 5.6-11 37° 120mm 45141 42042 3939 37/33 36/33 20/20






